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2240 CREEK VIEW WAY CADIIDA
SUPERIOR, COLORADO S S EP RS ER £
2718 Pine Street #100
FINAL DEVELOPMENT PLAN 9 AMENDMENT #2, LOT 2, BLOCK 4, BOlgggrﬁg'ggﬁo
p: dUs-44s-
SUPERIOR TOWN CENTER PLANNED DEVELOPMENT, TOWN OF
SUPERIOR, COLORADO P
= = =
A .
V4 ——
807 E. 22nd Ave
Denver, Colorado
p: 303-296-4584
CERTIFICATION FORMS o U TS I D E L A
Certificate of Quinetship Boulder / Steamboat, Colorado
| certify that I, ,am the sole owner of the property and p: 303-517-9256
consent to this plan.
In witness whereof | hereunto set my hand this ___ day of ,20 . o
Owners Mortgagees or Lien Holders 1 Y} , @@u Nuu@a
STATE OF ) w GI’OUP
) ss.
; . 901 Front Street, Suite 350
ounty o ) Louisville, Colorado
The foregoing certificate of ownership was acknowledged before me this _____ p: 720-346-1656
day of ,20__, by
My commission expires:
Notary Public
(Seal)
PROJECT TEAM PROJECT INFO PROJECT INFO SHEET INDEX 63 Sunset Dr,
SHEET# | SHEET NAME Bailey, Colorado
ARCHITECT INTERIOR DESIGNER ZONING TOTAL FLOOR AREA ARCHITECTURAL p: 303-242-1572
A0.00 COVER SHEET
718 PINE STREET 4100 307 E 22ND AVE PD (PLANNED DEVELOPMENT) - COMMERCIAL USE LEVEL | srase | | ‘ BIGSBY'S
' : LEVEL 2 1204 SF
BOULDER, CO 80301 DENVER, CO 80211 SITE ACREAGE TOTAL FLOOR AREA o 27 2F S'Y.'g SONGPLA FOLLY
P: 303.442.3351 P: 303.296.4584 C20 PROPOSED CONDITIONS DRAINAGE PLAN
PER ACCOMPANYING PLAT - SUPERIOR TOWN 0.25 AC €30 UTILITY CONNECTION PLAN
CENTER FILING 1B REPLAT NO.7 '
CIVIL ENGINEER LANDSCAPE ARCHITECT AND USE ROOF DECK AREA R
SANITAS GROUP OUTSIDE LA ROOF DECK 977 SF L102 LANDSCAPE NOTES & DETAILS o %
Planning Commission Certificate 901 FRONT STREET, #350 STEAMBOAT, CO LOT 2, BLOCK 4 0.25 AC 100.0% w o = >
LOUISVILLE, CO 80027 BOULDER, CO 80301 LANDSCAPE E O <C <
Recommendeq approval this day of ,20__, by the Town of Superior Planning Commission, Resolution No. P: 7203461 656 P: 30351 79256 TOTAL 100 0% IR1.0 IRRIGATION PLAN LU &E E ;
PO——series 20— ' PATIO AREA IR 2.00 IRRIGATION DETAILS oG, =
COVERAGE Z = LL]
— PATIO 2063 SF ARCHITECTURAL O =
STRUCTURAL ENGINEER LIGHTING DESIGNER CANDSCAPE 90 SF 807 NEY OVERALL SITE PLAN % ©O= T
FORTIS STRUCTURAL, LLC STUDIO LIGHTING COMPANY ’ i A1.34 LOT 2-BLOCK 4 - ELEVATIONS ID_: % % m
A1.35 MATERIAL BOARD - RESTAURANT - LOT 2 - BLOCK 4
GREENWOOD VILLAGE. GO 80111 ALY, 60 80421 PAVED SURFACE B3USF | 3161% WALK-IN AREA Szl &
P: 970.349.1216 | P: 303.242.1572 PHOTOMETRICS rws I
- 970.349. -303.242. BUILDING 5402 SF 50.32% WALK-IN 148 SF LP1 SITE LIGHTING PHOTOMETRIC E % < §
— —— -~ LP2 LIGHTING DETAILS c?) D % N
ELECTRICAL ENGINEER MECH+PLUM ENGINEER T
FRONT RANGE MEC INC. SETBACKS PARKING PROVIDED BY ZONE
ELECTRICAL ENGINEERING 4640 N PECOS ST, UNITF
3333 SOUTH WADSWORTH BLVD, DENVER, CO 80211 REQUIRED PER PD
ITE D-21 P: 303.907.42
Board of Trustees Certificate E/E\JKEWOOE()) CO 80227 303.907.4285 STREET FRONTAGE - CREEK VIEW WAY 0' MINIMUM 15' MAXIMUM PARKING REQUIRED BY PD (1 PER 150 SF) 42 Disclaimer: The buildings illustrated in this submittal
- are representative of the size, massing, architectural
Approved by the Board of Trustees of the Town of Superior, State of Colorado. P:303.985.0548 , character and detailing. Repeat building types, if any,
Witness my hand with the corporate seal of the Town of Superior this day of ,20 . REAR 0 MlNlMUM NO REQUlREMENT PARK'NG ON LOT 1 BLOCK 4 (SHARED PARK'NG) 44 may have their own unique deta”ing’ CO|0ring’ and
— final configuration but will be consistent with the
: lity of buildings shown in this package. Wind
ATTEST TRAFFIC ENGINEER FOOD EQUIPMENT SIDE (INTERNAL) NO REQUIREMENT | NO REQUIREMENT SITE KEY P LAN I(E)L::Z;ignos illﬂgtrlgtgesdsor?\tl:]neI;I]oo:spf;arfs2?: indow
LSC TRANSPORTATION CONSULTANTS ~ DENVER CUTLERY PROVIDED (FT.) BICYCLE PARKING BY ZONE o dapondont upon st aabaits ondiions. See
fovn cler eer 1889 YORK STREET 1607 WEST 55TH AVE LT site plan for lot specific building orientation. Lot '
DENVER, CO 80211 DENVER, CO 80211 FRONT MINIMUM 4'7 1/2" MINIMUM FT BLOCK 4 (HHF specific metrics are included on the civil site plan.
P: 303.333.1105 P:303.433.6010 =
FRONT MAXIMUM 8'2 1/2" MAXIMUM FT REQ'D - 10% OF VEHICULAR PARKING 4 M] (\X\&X&\Mg\
REAR 5'2 1/4" FT BICYCLE PARKING PROVIDED : E%Tﬁ E
APPLICABLE CODES = Iy
2018 INTERNATIONAL BUILDING CODE (IBC) SIDE (INTERNAL) 0212 il PRIVATE - INTERIOR ] E:% g% ﬁ
R
2018 INTERNATIONAL MECHANICAL CODE (IMC) HEIGHT PUBH INCLUDING PRONTAGE ON STREET * ; Q | ‘F
TR LD Ly g
2018 INTERNATIONAL PLUMBING CODE (IPC) PROVIDED(FT.) | MAX. REQUIRED(FT. PEL COVERED o M FDP ADMENDMENT
BUILDING 4 31' Q" 32' Q" TOTAL PROVIDED 4 J& S /@ 2024.04.01
e e e 2020 NATIONAL ELECTRICAL CODE (NEC) = I f—|
| hereby certify that this instrument was adopted by the Board of Trustees by {Resolution/ Ordinance} No. ,Series 20____on S|GNAGE Q . _
this day of ,20 ,and was filed in my office on the day of ,20 ,at 201 8 |NTERNAT|ONAL F|RE CODE (lFC) - S @
e SIGNAGE(SF) | ART WALL(SF.) V(e N&“ - | : <J L
2018 INTERNATIONAL FUEL GAS CODE (IFGC) % [ [ ll SHEET No.
Town Clerk NORTH ELEVATION 113 SF 0SF ] :j : :]
2021 INTERNATIONAL ENERGY CONSERVATION CODE (IECC) ] I
2018 PRIVATE SEWAGE DISPOSAL CODE EAST ELEVATION 0 SF 0 SF %{ I — A — AO : OO
2018 INTERNATIONAL PROPERTY MAINTENANCE CODE SOUTH ELEVATION 30 SF 444 SF [ L J | COVER SHEET
2010 ADA STANDARDS FOR ACCESSIBLE DESIGN WEST ELEVATION 38 SF OSF | - : F """""" i
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\ : SUPERIOR TOWN CENTER FILING 1B S
\ \
\ REPLAT NO. 6 INV=5468.59’
7 LF 6” PVC 17 LF 6”PVC
STORM @ 2%
STORM @ 2% FL=76.04

12°¢ STORM INLET
= FG=75.99 N GRATE=5476.04' —
= 12°¢ STORM INLET INV=5468.25' / ///
GRATE=5475.99’ -

FG=76.15 — .
10’ STORM INLET INV=5468.73

GRATE=5476.15 13 LF 6” PVC
INV=5468.99’ STORM @ 2%

=
e
=

6\7,5
>

— —~
Foe760h PROPERTY LINE — 31 LF 6" PVC -
» 1 STORM @ 2%
10"¢ STORM INLET ,

GRATE=5476.02'
INV=5469.61’

FG=76.26 FG=76.28 22 LF 6” PVC

ROOFDRAIN DOWNSPOU STORM @ 2%

® (CONFIRM W/ ARCH) PROPERTY LINE

TIE INTO STORM

OUTFALL W/ 4" PVC
LATERAL.

v a,

. FG=76.62
. FG=75.98
== .\ .-]10"6 STORM INLET:
. ,444 qAGRATE?5¢75.98, .
T FEE7610 < LINV=547017
. -08% .
PVC . )

FL=75.61

12"¢ STORM INLET
GRATE=5475.61"
)\ INV=5467.81"

26 LF 6” PVC -
STORM @ 2% TIE-IN TO EX. 10

LOT LINE-

_—

R 4 STORM MANHOLE
= - F6=75.88.F

_—

FG=75.61 . - e 4 STORM STUB
120 STORM INLET Y LN RIM=5475.67"
GRATE=5475.61" Y\ s B2 6" INV IN=5467.29"
INV=54701.91 ~ :

4" INV IN=5467.46’
—— 10" INV OUT=5466.96
\\%*_—/‘-\(PER MASTER PLANS

~

PROPOSED s \
COMMERCIAL /
FG=76.01 /
BUILDING FG=75.96 /

4" STORM DRAIN Lt
2.STORY BUILDING CONNECTION _ 4
7

MAIN FFE=5476.28 SE S o '
FG=75.90 LOT 2 INV=5468.5'
10"¢ STORM INLET BLOCK 4 ) g .

/

X. 10"/
STORM STUB

. \ ///
L OT LINE \\/

GRATE=5475.90’ 41 LF 4" PVC
INV=5470.81’ 10,736 SQ. FT. OR STORM @ 11%
0.25 ACRES + 5476

13 LF 6" PVC ROOFDRAIN DOWNSPOUT
STORM © 2% (CONFIRM W/ ARCH) ’ ’ // \\
TIE INTO STORM /

IMPROVEMENTS \\ FG=75.82
TO LOT #7f0 BE -

\ OTHERS \\ _ “Fo=75.92
LOT 1 \ -

OUTFALL AS SHOWN.

(.’{77L/7')’ EASEMENT PER REC. NO. /
INV=5472.00 I

0.376‘6‘22/7/

BLOCK 4 > ROOFDRAIN DOWNSPOUT FG=76.28 o s T o N -
(CONFIRM W,/ ARCH) @ '
22,750 SQ. FT. OR _ TIE INTO STORM : _
; Q FG=76.43 OUTFALL W/ 4" PYC PROPERTY LIN ;7
0.52 ACRES + ‘ OUTFALL <
20 . \ pe
\ 6"X4" TEE k,|/| FG=75.96 FG=75.64 ;
- ' ROOFDRAIN DOWNSPOUT '
2 4 \ i ° (CONFIRM W/ ARCH) FG=75.62
\ PROPERTY LINE 22 LF 6" PVC TIE INTO STORM P
/ STORM © 2% . ‘ FG=76.19
¢ OUTFALL W/ 4" PVC Fors 7
/ \ \ FG=76.15 LATERAL. ~ _ b
/ D[ 10"¢ STORM INLET \ =762 FG=75.72
\\ o 207X 72 \\ GRATE=5476.15' FG=75.90
/ : \/\\INV=5471.51 Fe=78 84

Y QR F6=76.28

; \\ 11 LF 47 PVC

N STORM s
X\~

FG=75.90

a

7/ ASEMENT
5476 DEDICATED PER
PLAT (BY OTHERS)

LOT LINE

FG=76.28

FG=76.37

10 S 0 10 20

SCALE: 1"=10’

LEGEND
PROPERTY BOUNDARY. ................................ —_— e
EX. MAJORCONTOUR. ............................... e N
EX. MINOR CONTOUR. ..........oooiiiiiiii P A
EX. SPOTELEVATION. ... . 74 52.49.
PROPOSED MAJOR CONTOUR . ...................... N
5475—"
PROPOSED MINOR CONTOUR . ...................... L
PROPOSED CONCRETE. ............................ Lo it
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2718 Pine Street #100

Boulder, Colorado
p: 303-442-3351
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xancreqQlive com

807 E. 22nd Ave
Denver, Colorado
p: 303-296-4584

OUTSIDE LA

Boulder / Steamboat, Colorado
p: 303-517-9256

901 Front Street, Suite 350
Louisville, Colorado
p: 720-346-1656

63 Sunset Dr,
Bailey, Colorado
p: 303-242-1572

BIGSBY'S
FOLLY

SUPERIOR TOWN CENTER
SUPERIOR, COLORADO
FDP ADMENDMENT - MAJOR
2240 CREEK VIEW WAY

Disclaimer: The buildings illustrated in this submittal
are representative of the size, massing, architectural
character and detailing. Repeat building types, if any,
may have their own unique detailing, coloring, and
final configuration but will be consistent with the
quality of buildings shown in this package. Window
locations illustrated on the floor plans are
approximate. Final window locations subject to
revision dependent upon site specific conditions. See
site plan for lot specific building orientation. Lot
specific metrics are included on the civil site plan.

FDP ADMENDMENT
2024.04.01

SHEET No.

C1.0

GRADING
PLAN




TRACT B
SUPERIOR TOWN CENTER FILING 1B
REPLAT NO. 6

LOT LINE-

swW

s

PRIVATE STORM (TYP.)
SEE SHEET C1.0

. TIE INTO EX.
\_ STORM STUB.
- SEE SHEET C1.0

\ LOT LINE

PRIVATE STORM MH Lor LUNe
ELECTRIC PRIMARY
SEE SHEET C1.0 (INSTALLED BY qd/é,«
PRIVATE STORM (TYP.) MASTER DEVELOPER)

SEE SHEET C1.0 PROPOSED ELECTRIC

METER SETTING

I PROPOSED PROPOSED GAS
R 4" SANITARY COMMERCIAL METER SETTING
: CONNECTION. PROVIDE BUILDING
TWO—WAY CLEANOUT NOTE: BACKFLOW PREVENTERS
PER CODE. 2.STORY BUILDING REQUIRED ON POTABLE WATER
INV=5468.45'+ _ . AND FIRE SPRINKLER SERVICE
A MAIN FFE=5476.28 LINES IN WATER ENTRY ROOM.
\\ TEZIN T 4 SANITARY LOT 2 COORDINATE WITH PLUMBING ®
& SPRINKLER ENGINEERS.
MASTER DEVELOPER. BLOCK 4
\\ 4” INV=5468.04'+ 10,736 SQ. FT. OR PRIVATE STORM (TYP.)
SEE SHEET C1.0 .
4" SANITARY 0.25 ACRES = D

Q
UTILITY EASEMENT P,

/@f 8 //“’///

CONNECTION. PROVIDE

TWO—-WAY CLEANOUT
IMPROVEMENTS I\ PER CODE.
TO LOT 1 TO BE INV=5468.44"%

OTHERS AW\

5
LOT 1 ) ¢ o
BLOCK 4 "' STUB PROVIDED BY / —
N -
22,750 SQ. FT. OR MASTER DEVELOPER Y\( PROPOSED GAS -
Doz MRl = ’ TIE=IN_TO 4" SANITARY SERMCE. COORD. W/
STUB_PROVIDED BY

,/ \

MASTER DEVELOPER. .

© SOR 26 SANITARY \ \ 4" INV=5468.00"+
-\ ELECTRIC SECONDARY
STUB PROVIDED BY \ ) \ A
MASTER DEVFLOPER \
7 : PRIVATE STORM (TYP.) e
SEE SHEET C1.0 \
/
/
/
/
(7]

/

6” SDR 26 SANITARY

PROVIDED BY MASTER
DEVELOPER
/ UTILITY EASEMENT ;',0,
DEDICATED PER

/ PLAT (BY OTHERS,

/

ELECTRIC PRIMARY
(INSTALLED BY
MASTER DEVELOPER)

/

ELECTRIC
TRANSFORMER
(INSTALLED BY
MASTER DEVELOPER)

EX. 6” DIP
FIRE LINE

10 o) 0 10 20

SCALE: 1"=10’

UTILITY NOTES

1. CONTRACTOR SHALL COORDINATE ELECTRIC AND GAS SERVICE
INSTALLATION WITH XCEL ENERGY.

2. CONTRACTOR SHALL COORDINATE TELECOMMUNICATIONS AND
RELATED LOW VOLTAGE UTILITY SERVICE NEEDS WITH OWNER,
ARCHITECT, AND APPROPRIATE PROVIDER AGENCIES.

WATER SERVICE KEYNOTES

@ 1" IRRIGATION SERVICE (TO BE PROVIDED BY MASTER DEVELOPER).

<W:2> 1" IRRIGATION METER (TO BE PROVIDED BY MASTER DEVELOPER).

@ TIE-IN TO EXISTING 6" DIP FIRE SERVICE STUB.

PROPOSED 6" DIP FIRE SPRINKLER SERVICE LINE.

6" FIRE SPRINKLER STUB. COORDINATE CONNECTION TO WATER
ENTRY ROOM WITH PLUMBING AND FIRE SPRINKLER DESIGNER.

1.5" WATER SERVICE (TO BE PROVIDED BY MASTER DEVELOPER).

@ 1.5" WATER METER (TO BE PROVIDED BY MASTER DEVELOPER).

TIE-IN TO 1.5" WATER STUB.

1.5" WATER SERVICE LINE.

1.5" WATER SERVICE STUB. COORDINATE CONNECTION TO WATER

ENTRY ROOM WITH PLUMBING PLANS.

(D EXISTING FIRE HYDRANT.

SANITARY SEWER SERVICE KEYNOTES

(s1) 22 LF 4”@ SDR 26 SANITARY SEWER @ 2%

@ TWO-WAY CLEAN-OUT

INV=5468.1'

@ PROPOSED 1,500 GALLON GREASE INTERCEPTOR

(CONFIRM SPECIFICATION WITH PLUMBING
ENGINEER).

TWO-WAY CLEAN-OUT

INV=5468.2'

(s5) 17 LF 4" SDR 26 SANITARY SEWER @ 2%

UTILITY MAINTENANCE STATEMENT

1.

ALL PUBLIC WATER, REUSE WATER, STORM WATER, AND
SANITARY SEWER MAINS AND APPURTENANCES LOCATED IN
PUBLIC RIGHT-OF-WAY SHALL BE MAINTAINED BY THE TOWN OF
SUPERIOR PUBLIC WORKS AND UTILITIES DEPARTMENT. ALL
PUBLIC WATER, REUSE WATER, STORM WATER, AND SANITARY
SEWER MAINS AND APPURTENANCES UNDER PRIVATE DRIVES ARE
LOCATED IN UTILITY EASEMENTS AND THE TOWN IS RESPONSIBLE
FOR MAINTENANCE OF THESE FACILITIES. THE TOWN IS NOT
RESPONSIBLE FOR REPAIR OR REPLACEMENT OF PRIVATE DRIVE,
CURB AND GUTTER, OR LANDSCAPING DAMAGED DURING UTILITY
REPAIR OR MAINTENANCE.

THE SANITARY SEWER SERVICE FOR LOT 2, BLOCK FOR CROSSING
LOT 1, BLOCK 4 SHALL BE MAINTAINED BY THE OWNER OF LOT 2,
BLOCK 4. ANY PAVING, CURB AND GUTTER, OR LANDSCAPING
DAMAGED BY REPAIR OR MAINTENANCE OF THE SANITARY
SERVICE FACILITIES SHALL BE THE RESPONSIBILITY OF THE OWNER
OF LOT 2, BLOCK 4.

MAINTENANCE AND REPAIR OF THE SURFACE IMPROVEMENTS ON
LOT 1, BLOCK 4, EXCLUDING SUCH REPAIR RESULTING FROM
WORK ON THE SANITARY SEWER SERVICE FOR LOT 2, BLOCK 4,
SHALL BE BY THE OWNER OF LOT 1, BLOCK 4 UNLESS OTHERWISE
AGREED UPON.

Know what's below.
Call before you dig.

ARCHITECTURE

2718 Pine Street #100
Boulder, Colorado
p: 303-442-3351

xancreative.com

807 E. 22nd Ave
Denver, Colorado
p: 303-296-4584

OUTSIDE LA

Boulder / Steamboat, Colorado
p: 303-517-9256

901 Front Street, Suite 350
Louisville, Colorado
p: 720-346-1656

63 Sunset Dr,
Bailey, Colorado
p: 303-242-1572

BIGSBY'S
FOLLY

SUPERIOR TOWN CENTER
SUPERIOR, COLORADO
FDP ADMENDMENT - MAJOR
2240 CREEK VIEW WAY

Disclaimer: The buildings illustrated in this submittal
are representative of the size, massing, architectural
character and detailing. Repeat building types, if any,
may have their own unique detailing, coloring, and
final configuration but will be consistent with the
quality of buildings shown in this package. Window
locations illustrated on the floor plans are
approximate. Final window locations subject to
revision dependent upon site specific conditions. See
site plan for lot specific building orientation. Lot
specific metrics are included on the civil site plan.

FDP ADMENDMENT
2024.04.01

SHEET No.

C3.0

UTILITY CONNECTION
PLAN




TRACT B
SUPERIOR TOWN CENTER FILING 1B
REPLAT NO. 6

LOT LINE-

-
swW
sw
s
PRIVATE STORM (TYP.)
SEE SHEET C1.0
\
= ~
\ LOT LINE- - TIE INTO EX.
\_ STORM STUB.
E SEE SHEET C1.0
PRIVATE STORM MH K]
ELECTRIC PRIMARY
SEE SHEET C1.0 (INSTALLED BY /«
PRIVATE STORM (TYP.) MASTER DEVELOPER)

SEE SHEET C1.0 PROPOSED ELECTRIC
METER SETTING

Tl e PROPOSED PROPOSED GAS
R 4" SANITARY COMMERCIAL METER SETTING
5 CONNECTION. PROVIDE BUILDING
TWO—WAY CLEANOUT NOTE: BACKFLOW PREVENTERS
PER CODE. 2.STORY BUILDING REQUIRED ON POTABLE WATER
INV=5468.45'+ _ : AND FIRE SPRINKLER SERVICE
) MAIN FFE=5476.28 LINES IN WATER ENTRY ROOM.
\\ glﬁJ_E;NP-FE%VTrDESAleTARY LOT 2 COORDINATE WITH PLUMBING ®
& SPRINKLER ENGINEERS.
MASTER DEVELOPER. BLOCK 4
\\ 4” INV=5468.04'+ 10,736 SQ. FT. OR PRIVATE STORM (TYP.)
SEE SHEET C1.0
4" SANITARY 0.25 ACRES +

CONNECTION. PROVIDE A
Q

TWO—WAY CLEANOUT -
IMPROVEMENTS \\ PER CODE. UTILITY EASEMENT P,
TO LOT 1 TO BE INV=5468.44"+ ~
OTHERS AW\ e o //»’//

LOT 1

BLOCK 4

22,750 SQ. FT. OR
0.52 ACRES =+

4" SDR 26 SANITARY
STUB PROVIDED BY -
MASTER DEVELOPER Y\(

,/ \

4" SDR 26 SANITARY \
STUB PROVID BY
MASTER DEVELOPER \

@‘/ /C\ -
/\,

N -

PROPOSED GAS

” SERVICE. COORD. W/
TIE=IN TO 4" SANITARY
STUB PROVIDED BY UTILITY PROVIDER
\ MASTER DEVELOPER. .
\ 4" INV=5468.00't

; ELECTRIC SECONDARY
i \ SERVICE

PRIVATE STORM (TYP.) \
SEE SHEET C1.0 F

AN
s

6” SDR 26 SANITARY

PROVIDED BY MASTER
DEVELOPER
/ UTILITY EASEMENT ;',0,
DEDICATED PER

/ PLAT (BY OTHERS,

/

ELECTRIC PRIMARY
(INSTALLED BY
MASTER DEVELOPER)

ELECTRIC
TRANSFORMER
(INSTALLED BY
MASTER DEVELOPER)

EX. 6” DIP
FIRE LINE

10 o) 0 10 20

SCALE: 1"=10’

UTILITY NOTES

1. CONTRACTOR SHALL COORDINATE ELECTRIC AND GAS SERVICE
INSTALLATION WITH XCEL ENERGY.

2. CONTRACTOR SHALL COORDINATE TELECOMMUNICATIONS AND
RELATED LOW VOLTAGE UTILITY SERVICE NEEDS WITH OWNER,
ARCHITECT, AND APPROPRIATE PROVIDER AGENCIES.

WATER SERVICE KEYNOTES

@ 1" IRRIGATION SERVICE (TO BE PROVIDED BY MASTER DEVELOPER).

<W:2> 1" IRRIGATION METER (TO BE PROVIDED BY MASTER DEVELOPER).

@ TIE-IN TO EXISTING 6" DIP FIRE SERVICE STUB.

PROPOSED 6" DIP FIRE SPRINKLER SERVICE LINE.

6" FIRE SPRINKLER STUB. COORDINATE CONNECTION TO WATER
ENTRY ROOM WITH PLUMBING AND FIRE SPRINKLER DESIGNER.

1.5" WATER SERVICE (TO BE PROVIDED BY MASTER DEVELOPER).

@ 1.5" WATER METER (TO BE PROVIDED BY MASTER DEVELOPER).

TIE-IN TO 1.5" WATER STUB.

1.5" WATER SERVICE LINE.

1.5" WATER SERVICE STUB. COORDINATE CONNECTION TO WATER

ENTRY ROOM WITH PLUMBING PLANS.

(D EXISTING FIRE HYDRANT.

SANITARY SEWER SERVICE KEYNOTES

(s1) 22 LF 4”@ SDR 26 SANITARY SEWER @ 2%

@ TWO-WAY CLEAN-OUT

INV=5468.1'

@ PROPOSED 1,500 GALLON GREASE INTERCEPTOR

(CONFIRM SPECIFICATION WITH PLUMBING
ENGINEER).

TWO-WAY CLEAN-OUT

INV=5468.2'

(s5) 17 LF 4" SDR 26 SANITARY SEWER @ 2%

UTILITY MAINTENANCE STATEMENT

1.

ALL PUBLIC WATER, REUSE WATER, STORM WATER, AND
SANITARY SEWER MAINS AND APPURTENANCES LOCATED IN
PUBLIC RIGHT-OF-WAY SHALL BE MAINTAINED BY THE TOWN OF
SUPERIOR PUBLIC WORKS AND UTILITIES DEPARTMENT. ALL
PUBLIC WATER, REUSE WATER, STORM WATER, AND SANITARY
SEWER MAINS AND APPURTENANCES UNDER PRIVATE DRIVES ARE
LOCATED IN UTILITY EASEMENTS AND THE TOWN IS RESPONSIBLE
FOR MAINTENANCE OF THESE FACILITIES. THE TOWN IS NOT
RESPONSIBLE FOR REPAIR OR REPLACEMENT OF PRIVATE DRIVE,
CURB AND GUTTER, OR LANDSCAPING DAMAGED DURING UTILITY
REPAIR OR MAINTENANCE.

THE SANITARY SEWER SERVICE FOR LOT 2, BLOCK FOR CROSSING
LOT 1, BLOCK 4 SHALL BE MAINTAINED BY THE OWNER OF LOT 2,
BLOCK 4. ANY PAVING, CURB AND GUTTER, OR LANDSCAPING
DAMAGED BY REPAIR OR MAINTENANCE OF THE SANITARY
SERVICE FACILITIES SHALL BE THE RESPONSIBILITY OF THE OWNER
OF LOT 2, BLOCK 4.

MAINTENANCE AND REPAIR OF THE SURFACE IMPROVEMENTS ON
LOT 1, BLOCK 4, EXCLUDING SUCH REPAIR RESULTING FROM
WORK ON THE SANITARY SEWER SERVICE FOR LOT 2, BLOCK 4,
SHALL BE BY THE OWNER OF LOT 1, BLOCK 4 UNLESS OTHERWISE
AGREED UPON.

Know what's below.
Call before you dig.
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2718 Pine Street #100
Boulder, Colorado
p: 303-442-3351
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807 E. 22nd Ave
Denver, Colorado
p: 303-296-4584

OUTSIDE LA

Boulder / Steamboat, Colorado
p: 303-517-9256

901 Front Street, Suite 350
Louisville, Colorado
p: 720-346-1656

63 Sunset Dr,
Bailey, Colorado
p: 303-242-1572

BIGSBY'S
FOLLY

SUPERIOR TOWN CENTER
SUPERIOR, COLORADO
FDP ADMENDMENT - MAJOR
2240 CREEK VIEW WAY

Disclaimer: The buildings illustrated in this submittal
are representative of the size, massing, architectural
character and detailing. Repeat building types, if any,
may have their own unique detailing, coloring, and
final configuration but will be consistent with the
quality of buildings shown in this package. Window
locations illustrated on the floor plans are
approximate. Final window locations subject to
revision dependent upon site specific conditions. See
site plan for lot specific building orientation. Lot
specific metrics are included on the civil site plan.

FDP ADMENDMENT
2024.04.01
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LEGEND: LANDSCAPE REQUIREMENTS: 3/27/24 PLANT LIST: 3/27/24 P
KEY Qry SCIENTIFIC NAME COMMON NAME SIZE SPACING Species BT .=
. —
LANDSCAPE AREA: REQUIRED PROPOSED ORNAMENTAL TREES: — —
1 Tree/82 5 sf 9 trees ABS 2 Amelanchier x grandiflora'’ Autumn Brilliance'* |Autumn Brilliance Serviceberry | 9" clp. | as shown | 1009 == 5
Trees: 1,612 SF = 2 trees TOTAL: 2 * provide multi stem tree (branches limbed up above 8') =
1 Shl'Ub/1 00 sf 51 shrub SHRUBS _ e = = = = = o=
EXISTING TREES TO REMAIN Shrubs: 1,612 SF = 16 shrubs i : : E_EE = =
BBRB 6 Chrysothamnus nausoesus var. nauseosus Baby Blue Rabbitbrush 5 gallon 5'o.c. 3% & F &5 ES ES
BKL 8 Syringa BABY KIM Baby Kim Dwarf Lilac 5 gallon 3.5 o.c. 4% ADC Ul TEC TILIOE
FOUNDATION PLANTINGI CR 5 Rosa 'Tanabamar' Caramba Rose 5 gallon 3'o.c. 3%
LSRS 16 Perovskia atriplicifolia 'Little Spire' Little Spire Russian Sage 5 gallon 3.5 o.c. 8% 2718 Pine Street #100
EXISTING SHRUB PLANTINGS ‘ 1 ShrUb/4 LF ‘ 14 shrubs + 20 Orn. MWP 13 Potentilla fruticosa 'McKay's White' McKay's White Potentilla 5 gallon 3.5 o.c. 7% Boulder, Colorado
Shrubs: 115 LF = 29 shrubs Grasses = 34 RGB 3 Berberis thunbergii 'Rose Glow' Rosy Glow Barberry 5 gallon 3.5 o.c 2% p: 303-442-3351
(IERENZANFNEE TOTAL: 51
- BUFFER: -
-0—o—o0—o0—o0—o0—o—o—o0—o0—o—o—  ALUMINUM PAT'O/GUARDRA”_ FENC 1/40 LF ORNAMENTAL GRASSES: - s == =
‘ ‘ 92 provio|eo| on west side BAG 25 Helictotrichon sempervirens Blue Avena Grass 5 gallon 24" o.c. 13% g - ﬁ
Trees: 95 LF = 2 trees FRG 113 Calamagrostis x acutiflora * Karl Foerster® Foerster Feather Reed Grass 5 gallon 1.5 o.c. 58% L= - r——— -
AT AT A A A A A A A METAL GRAPE VINE FENCE VMG 5 M iscanthus sinensis 'Variegated' Variegated Maiden Grass 5 gallon 3'o.c. 3% vy ?ﬁ(“rﬁﬁ+;\lﬁ ~AMm
STREET TREES IN THE ROW TOTAL: 143 ST e
TREE PROTECTION FENCING ‘ 1/40 LF Existing - provided with prior|  [FERENNIALS AND VINES: oor = 2end Avs
Trees: 150 LF = 4 trees landscape approvals CG 6 | Vit labrusca 'Concord Concord Grape 1 gallon 60" o.c. 0" 303-296-4584
HL 39 Lavandula angustifolia 'Hidcote' Deep Blue Lavender 1 gallon 24" o.c.
ORNAMENTAL TREES PARK'NG LOTS: LTCM 10 Nepeta x 'psfike’ Little Trucy Catmint 1 gallon 18" o.c.
£ ded 1 SD 25 Leucanthemum x 'Becky' Becky Shasta Daisy 1 gallon 18" o.c.
<ting - . it . -
islands less than 360 sf ‘ 1 tree/180 sf XISHNg - provicec with prier TOTAL: 80 o U TS I D E LA

Boulder / Steamboat, Colorado
p: 303-517-9256

landscape approvals
@ (->® PROPOSED SHRUBS pe app
0@ PROPOSED ORNAMENTAL GRASSES | ¢ PRIVACY FENCING N
i,

ALUMINIUM RE: ARCH.
o % oo PROPOSED PERENNIALS ‘w GUARDRAIL/FENCE /?ﬁ:——ﬂ— \

& %

Ny ™ vt e

901 Front Street, Suite 350
Louisville, Colorado

STORAGE AREA ol Cotese

BEHIND PRIVACY

FENCING
63 Sunset Dr,

Bailey, Colorado
p: 303-242-1572

BIGSBY'S
FOLLY

1.5" ROCK MULCH (at base of building)

3/4" MOUNTAIN MIX ROCK MULCH

LIMIT OF WORK

=
METAL VINE FENC@G//

\2

et e
01010 B B B O == O )\ O
= nn“@z/

<A R
TRASH ENCLOSUR

PATIO @ GROUND LEVEL

>

15 ROCKMULCH
~ ADJACENTTO \
\_  FOUNDATION PER SOIL

%\ O\ REPORT

ERE: ARCH———"

/. \
ALUMINIUM N
GUARDRAIL/FENCE E

..21

7

(1 TREE PROTECTION FENCING ©
\\\ \\, ///

\W'LSRS —/\

ya \6-HL
/ \

SUPERIOR TOWN CENTER
SUPERIOR, COLORADO

FDP ADMENDMENT - MAJOR
2240 CREEK VIEW WAY

Ww©

. \ q EXISTING STREET TREES
6-LTCM* | \*\ P~ rs

) Disclaimer: The buildings illustrated in this submittal
Vo A are representative of the size, massing, architectural

Vo character and detailing. Repeat building types, if any,

 EXISTING

Vo may have their own unique detailing, coloring, and
LAN DS CAP E Vo final configuration but will be consistent with the
Vo quality of buildings shown in this package. Window
\ locations illustrated on the floor plans are

approximate. Final window locations subject to
revision dependent upon site specific conditions. See
site plan for lot specific building orientation. Lot
specific metrics are included on the civil site plan.
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LANDSCAPE PLAN
scale: 1"=10"-0"




i
<.
PLANTI NG NOTES: ( ] FENCING SHALL BE INSTALLED AT THE PERIMETER OF THE %v v= —
CRITICAL ROOT ZONE (CRZ). THE CRZ IS EQUAL TO THE = %
1R W e S SO o COIL BIKE RACK BY BELSON 9§
1. All plant materials shall meet of exceed current American Standard for Nursery Stock (ANSI| Z60.1-2004) and the | EVERY ONE INCH OF TRUNK DIAMETER AT BREAST HEGHT (Model BRBC-8, color Black) ~B
Colorado Nursery Act and accompanying RUles and Regulations. , i L T
2. All plants will be balled and burlapped or container grown. Bare root or spaded plants will not be accepted. ' LU UK IN
3. Supply all plant material in quantities sufficient to complete the planting bed as shown on the drawings. WAL ARCHITECTURE
4. All plants will be inspected and approved by the Owner's Representative prior to delivery to the site. s - 88 2718 Pine Street #100
5. Any proposed substitutions of p|ant species shall be approved by the Landscape Aurchitect and Superior City Forestry prior to & i' , Borrojlggrﬁglgga&;cio
delivery to the site. *—TREEDRIPLINE praborte
6. Obtain Landscape AI’ChitCCtS approva| OF finish grading prior to the start OF p|anting. INSTALL 6" T-POST 6" ON CENTER AT PERIMETER OF . A .l el
) ) ) ) CRITICAL ROOT ZONE. INSTALL 4" ORANGE s — 4 N
7. Stake locations of all proposed trees and edges of new p|ant|ng bed:s for approva| by the Landscape Aurchitect prior to the CONSTRUCTION FENCE AROUND TREE USING 3 - EEE=E =
. CABLES TILES PER POST. FENCING NOT TO BE . W B .
commencement of p|ant|ng. ROMOVED WITHOUT WRITTEN CONSENT OF THE y— ——— B
~ y PROJECT REPRESENTATIVE.
8. Landscape Contractor shall be responsible for becoming aware of all underground utilities, pipes and structures. The Landscape — xancreative.com
Contractor shall be held responsible for contacting all utility companies for field location of underground utility lines prior to any e g O NOTTRENCH. FILL. PARK VELICLES OR 807 E. 29md A
— st L . 24N ve
excavation. Landscape Contractor shall take sole responsibility for any cost of utility repair due to damage caused by his I T STORE MATERIALS IN DROP LINE AREA OF TREE Denver. Colorado
operations. 3 COIL BIKE RACK p: 303-296-4584
9. Do not willfully proceed with construction as designed when it is obvious that unknown obstructions and/or grade differences SCALE: NTS
exist that may not have been known during design. Such conditions shall be immediately brought to the attention of the Landscape
Architect. The Landscape Contractor shall assume full responsibility for all necessary revisions due to failure to give such . ATTACH “TREE PROTECTION AREA® SINGS TO FENCING EVERY 50 CRITICAL ROOT ZONE o U TS I D E I.A
t.F. t. 2. THE TREE PROTECTION AREA SHALL NOT BE MODIFIED OR
notinication. REMOVED PRIOR TO CONSENT OF THE OWNER'S REPRESENTATION. Boulder / Steamboat, Colorado
10. Landscape Contractor shall be responsible for any coordination with subcontractors as required to accomplish planting e A TS SHALLNOT p: 303-517-9256
. 4. ENTRANCE TO THE TREE PROTECTION AREA IS NOT PERMITTED
operations. WITHOUT CONSENT OF THE OWNER'S REPRESENTATIVE.
11. See specifications for planting requirements, soil preparation testing, materials and execution. Arrange for visit of Landscape TREE PROTECTION FENCING
Aurchitect for review and approval a minimum of 48 hours prior to installation. 1 SCALE: NTS
12. All shrub, perennial and groundcover areas to receive soil amendment. Amend soil per soil testing results and ALUMINUM
recommendations. 6'-0"
ALUMINUM / FENCE PANEL LASH W/ METAL CABLE .
13. All shrub, perennial and groundcover areas to receive 3/4" deep Mountain Granite Mix from Pioneer or equal. All shrub GATE PANEL 6'-0" ‘ TO HOLD POLES IN PLACE 901Lzrgigt/ﬁg’egtélggfo35o
beds to receive weed fabric (except for areas of perennials). | p: 720-346-1656
14. See details and specifications for staking method, plant pit dimensions and backfill requirements. METAL CABLE FOR
15. Landscape Contractor shall provide per-unit costs for every size of plant materials, and by type, as called out on planting
. . 'y : . : " . ~ 2" METAL POSTS VINES TO CLIMB
p|ans. Unit cost to include the p|ant material itself and installation, |nc|ud|ng all labor, amendments, fertilizers, etc., as detailed and = + " "
- , e = FORM "TEEPEE" FOR
specified for each size. n T STABILITY
. . . . . . A Vel
16. Landscape Contractor is responsible to do their own quantity takeoffs for all plant materials and sizes shown on plans. ~
17. The Landscape Contractor shall be responsible for positive drainage throughout the site with accurately set flow lines. No low
. . . [ 63 Sunset Dr,
spots or ponding of surface water will be accepted in final work. TS e — - — ——— Bailey, Colorado
18. Coordinate installation of large plant material with installation of wall footings, bridge abutments and pavements. Any damage ATTACH POST TO /’ ‘ | ‘\ RAM POSTS p: 303-242-1572
to improvements by others is the responsibility of the Landscape Contractor. NOTE. EXISTING CONCRETE / = \ INTO GROUND BIGSBY'S
19. The Landscape Contractor shall allow for the addition of specified quantities of soil amendments, conditioners and mulch in 1. FENCE TO BE ALUMINUM MATERIALS RETAINING WALL ' | W
- - * » - n 1 / ‘
soil preparation and finish grading. § l(I:\ICS)IgLRLT% gg CI_ILTIA\’AR\EIgXLPOSTS @ GUARDRAIL. . | 0 FOLLY
20. Imported soil shall be used to supplement the existing soil as necessary to meet the finish grade requirements at planting areas.
21. The Landscape Contractor shall verify soil test at his expense prior to planting and will follow test recommendations and
Landscape Architect's approval for soil amendments. @ ALUMINUM GUARDRAIL/FENCE @ PATIO 4 METAL VINE SUPPORT FENCING L
99. The Landscape Contractor shall receive the specified subgrade elevation, of 4-/- one tenth of a foot below finish grade. The SCALE: NTS SCALE: NTS L 8 % z
LLandscape Contractor shall be responsible to furnish and install amended or imported soil in any planting areas as necessary to = < = =
achieve the specified finish planting grades unless otherwise noted on plans or specs. @D1X11" Y O S — %
93. The Landscape Architect reserves the right to adjust the location of plant material during installation as appropriate to the H 3/456 . Ik—II “D BQ QU G § 8 5 =
project. For trees in the right-of-way by Builder or Contractor, adjustments of 5'-0" or more must have prior authorization of City u'D P b v el O o g S
Forester. H . % cZ W
24. Contractor is to familiarize himself with the layout, grading and civil engineering documents to coordinate actual location of ! y o o g g
- o
trees and shrubs. 9' C' PPP P E - i N
25. Maintenance Statement: All landscaping shown on this plan shall be maintained in a neat and adequate manner. Required @ \II)G G A o
maintenance activities shall include, but not limited to, mowing of lawns, trimming of hedges, adequate irrigation, replacement of P P I;“ D/ Y
dead, diseased or unsightly landscaping, removal of weeds from planted areas, and appropriate pruning of plant materials. P 0 P C c P n(f)
926. All landscaped areas shall be irrigated with an automatic irrigation system. Lawn areas will be sprayed and shrubs will be drip H .¢c b Ttyobep P C. . | &
irrigated. Natural areas, such as those with prairie types of grasses and native shrub species, are designed to irrigate through C o Dp c U p 273 Z‘:i’;‘)’:‘:;erﬂgfwiug‘?'t’;]%s;:'z“jtﬁ;idsl'r’]‘gth;;:fer’c‘m
grow-in and then be shut off except during severe drought. Contractor shall be responsible for taps, backflow prevention and PU Oy DC G \' HG D . u b ‘k'l p - f::ﬁ‘g\%?r?glr"g&;']"Eglqizp;eat;f;‘r‘gd'gglgrﬁ%s;‘;Z”Y
winterization systems, sleeving under paved areas and all sprinkler system components necessary for a fully functional system. Trees L 2[‘;"It";g?gﬁ'ﬁgsb:mr']tl’rft‘;}?g;'ii’:gz“mzow
shall be on a separate zone from turf. 1 C / u CH 3'D P C 9" HD locations illustrated on the floor plans are
Lo ] ) P % \p Ll Ll approximate. Final window locations subject to
27 Drrp |rr|gat|on adjacent to the pat|o sha|| have w| = C P UPH D H { revision dependent upon site specific conditions. See
’ ’ x| Z x % | ) site plan for lot specific building orientation. Lot
|I|(€|Ih00d OF windb|own spray into eating areas. z Q_ % T PP C 3'"D P u CH H PP C . specific metrics are included on the civil site plan.
98. Trees shall be placed 10-0" min from wet utilities. S %5:%) 3"HGH 6 DU o . C b UH D H
O m & ) . Ll
- @ PP C
S L 5" H GH LoLoXp .
LT o, (Gl > G b \
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—.|_ﬂml u \'D G L == T=E a0 uoaC P D
'_I_T Uob B| ST |_|_i L_ﬂlz C Y GD H p
— Y Y g — .
R ] D H b _I—M—ml;l ! P Y ’ FDP ADMENDMENT
- 32 G. _WF_F _75% ’ X D P 2024.04.01
“X ST ; £|—n -95%' G (];
. = = B e UL I e (W]
.7 X D = = == | 1S
; 9 X ROOT BALL R G cc $ P U === T = - pbc pCc P ¢
MIN! WIDTH, MIN. o H D P Y DD D :| = ||%—| = l:-|—-_' U\ .D G W SHEETN
' H HUDY c pc D 2 X ROOT BALL e >
WIDTH, MIN. ub u DU : L1 02
ubD U D U- . L .
(W]
DECIDUOUS TREE PLANTING & STAKING [YPICAL SHRUB PLANTING LANDSCAPE NOTES
SCALE: NTS SCALE: NTS & DETAILS




IRRIGATION NOTES

IRRIGATION LEGEND ALL PURPLE

1. THE IRRIGATION SYSTEM UTILIZES HUNTER SUBSURFACE DRIP LINE
FOR ALLSHRUBS AND TREES.

2. IRRIGATION WATER IS SUPPLIED BY A 3/4" REUSE/RECLAIMED WATER SUPPLY

3. THE BACKFLOW PREVENTER SHALL BE OF THE REDUCED PRESSURE TYPE.

4. MAINLINE SHALL BE DRAINABLE AND THE ENTIRE SYSTEM SHALL BE
BLOWNOUT PRIOR TO WINTER TEMPERATURES.

5

6

. THE MAXIMUM ZONE SHALL NOT EXCEED 5 GALLONS PER MINUTE(GPM)
AND IS THE LARGEST ZONE.

. SYSTEM IS DESIGNED FOR 60PSI.
ANY DEVIATION TO REPORTED PRESSURE SHALL BE REPORTED
TO THE CONSULTANT PRIOR TO ONSET OF CONSTRUCTION.
A WRITTEN REPORT SHALL BE SENT TO CONSULTANT MEASURING STATIC
WATER PRESSURE PRIOR TO START OF IRRIGATION CONSTRUCTION.

7. SYSTEM SHALL UTILIZE A RAIN SENSOR CAPABLE OF ADJUSTING AND/OR
OVERIDING REGULAR PROGRAMMING OF THE CONTROLLER.

8. SYSTEM UTILIZES A HUNTER PRO-C 6 STATION CONTROLLER

9. THE SUBSURFACE DRIP SYSTEM SHALL CONSIST OF .6 GPH EMITTERS
SPACED AT 12" APART WITH A ROW SPACING OF 12' AS WELL.

10. ALL VALVE BOXES AND DECODERS NEED TO BE BRANDED
AND/OR LABELED WITH ZONE NUMBER.

11. REFER TOWN OF SUPERIOR DESIGN AND CONSTRUCTION
STREETSCAPING STANDARDS.

12. REFER TO THE CIVIL ENGINEER DRAWINGS FOR GRADING
AND UTILITY INFORMATION.

13. ALL MGF RECOMMENDED MATERIALS AND INSTALL SHALL BE
FOLLOWED FOR SUBSURFACE INSTALLATIONS.

w0 0] ® =Y Y

APPROPRIATE SIGNAGE SHALL BE INSTALLED
TO INFORM, MAINTENANCE PERSONNEL, VISITORS

AND CUSTOMERS THAT THE SITE IS IRRIGATED WITH

~ NON-POTABLE RECLAIMED WATER AND PRECAUTIONS
SHOULD BE TAKEN

W0\ N4 MASTER VALVE

~ 3/4" BALL DRAIN

\

1" ISOLATION VALVE Nex
WITH SQUARE NUT OPERA Sunmp

3/4' RECLAIMED WATER METER

/T
e

-
/’//
-~ —
L ~

1" QUICK COUPLER

1" ISOLATION VALVE W/SQ NUT

3/4' BALL DRAIN VALVE
RAINBIRD PEB-100 MASTER VALVE

HUNTER ICZ-101-40-LF DRIP VALVE
WITH JUMBO BOX AND LID

RAINBIRD #44 QUICK COUPLER
HUNTER PRO-C 6 STATION
HUNTER RAIN/FREEZE SENSOR

CRITICAL NOTE

Pantone Color No. 512, 522C

e’ T

ol \1
»f;%Z/"/SLEEVE\\

//
o~
-
e
e '
e

HUNTER HDL-06-12-CV DRIPLINE

MAINLINE 1" CLASS 200 PVC
— SUPPLY/EXHAUST HEADERS CLASS 200 PVC 1"
—— BLANK SUBSURFACE LINE

2" CLASS 200 PVC SLEEVES
HUNTER ECO-INDICATOR ONE PER ZONE

THIS SITE SHALL UTILIZE ALL PURPLE IRRIGATION
HARDWARE INCLUDING BUT NOT LIMITED TO

VALVES ,ALL PIPING, BOXES, QUICK COUPLERS AND
SUBSURFACE DRIP PIPING

RECLAIMED WATER NOTES

'(I.':I-(I)EISIV_I\_III\CI)I%]RS/DEVELOPER, THEIR SUCCESSORS AND ASSIGNS, AGREE TO PERFORM THE FOLLOWING

THE OWNER/DEVELOPER IS RESPONSIBLE FOR DESIGNING, BUILDING, OPERATING, AND
AINTAINING THE RECLAIMED FACILITIES AT THIS SITE IN COMPLIANCE WITH; THE
COLORADO DEPARTMENT OF PUBLIC HEALTH AND ENVIRONMENT’S RECLAIMED WATER
CONTROL REGULATION #84, THE CITY OF WESTMINSTER’S CITY CODE SECTION 8 CHAPTER
12 RECLAIMED/NON-POTABLE WATER REGULATIONS, AND THE CITY OF WESTMINSTER’S
RECLAIMED WATER DESIGN SPECIFICATIONS.
C) THE OWNER/DEVELOPER MUST SUBMIT TWO SIGNED COPIES OF THE “RECLAIMED WATER
USERS AGREEMENT” AND THE “USERS PLAN TO COMPLY” AND SUBMIT IT TO THE
COLORADO DEPARTMENT OF HEALTH AND ENVIRONMENT FOR APPROVAL. ONCE THE
PLAN IS APPROVED A “NOTICE OF AUTHORIZATION FOR THE USE OF RECLAIMED WATER”
WILL BE ISSUED BY THE COLORADO DEPARTMENT OF HEALTH AND ENVIRONMENT. THE
“NOTICE OF AUTHORIZATION” AND RECLAIMED WATER USERS AGREEMENT MUST BE
RECEIVED BY THE CITY PRIOR TO CONNECTING TO THE RECLAIMED WATER SYSTEM.
D) APPROVED SIGNS SHALL BE POSTED ON THE SITE TO NOTIFY THE PUBLIC THAT RECLAIMED
ATER WILL BE USED FOR IRRIGATION AND IS NOT SAFE TO DRINK. APPROVED SIGNS ARE
AVAILABLE THROUGH THE DEPARTMENT OF PUBLIC WORKS AND UTILITIES.
E) ALL PIPING, INCLUDING PRIVATE IRRIGATION SYSTEM PIPING SHALL BE PURPLE (PANTONE
PURPLE 522C) TO DIFFERENTIATE RECLAIMED WATER PIPING FROM POTABLE WATER OR
OTHER PIPING SYSTEMS. ALL IRRIGATION BOXES AND COVERS, CONTROL VALVES,
SPRINKLER HEADS, AND OTHER APPURTENANCES ASSOCIATED WITH THE RECLAIMED
WATER SYSTEM SHALL BE PURPLE AND LABELED “RECLAIMED” OR “NON - POTABLE” WATER.
RECLAIMED METERS SHALL BE PURPLE, HAVE PURPLE REGISTERS, AND BE STAMPED
“RECLAIMED”ON THE MAIN CASE.
F) RECLAIMED WATER HAS A HIGHER LEVEL OF DISSOLVED SOLIDS THAN POTABLE WATER.
PLANTS TOLERANT OF HIGH SALINITY SHOULD BE SELECTED FOR USE IN AREAS IRRIGATED
WITH, OR THAT MAY POTENTIALLY BE SUPPLIED WITH RECLAIMED WATER. IF PLANT
MATERIALS WITH LOWER TOLERANCES ARE USED, THE DEVELOPER SHALL TAKE THOSE
STEPS NECESSARY TO PREVENT SALT BUILD - UP IN THE SOIL SURROUNDING THESE PLANTS.
gb?LNgENR%BEX¢BﬂNS FOR SALT SENSITIVE SPECIES SHOULD HAVE GOOD DRAINAGE AND

%} THIS SITE WILL USE RECLAIMED WATER FOR IRRIGATION.

IRRIGATIS{N PLAN

b = WATER ENGINEERING, INC
s 17337 W. 53RD DR.

GOLDEN, COLORADO 80403

303-618-6307 FAX 303-731-4322
CARROLLEMAIL@AOL.COM

WaterSense
PARTNER

ARCHITECTURE

2718 Pine Street #100
Boulder, Colorado
p: 303-442-3351

Xxan

xancreative.com

807 E. 22nd Ave
Denver, Colorado
p: 303-296-4584

OUTSIDE LA

Boulder / Steamboat, Colorado
p: 303-517-9256

901 Front Street, Suite 350
Louisville, Colorado
p: 720-346-1656

63 Sunset Dr,
Bailey, Colorado
p: 303-242-1572

BIGSBY'S
FOLLY

SUPERIOR TOWN CENTER
SUPERIOR, COLORADO
FDP ADMENDMENT - MAJOR
2240 CREEK VIEW WAY

Disclaimer: The buildings illustrated in this submittal
are representative of the size, massing, architectural
character and detailing. Repeat building types, if any,
may have their own unique detailing, coloring, and
final configuration but will be consistent with the
quality of buildings shown in this package. Window
locations illustrated on the floor plans are
approximate. Final window locations subject to
revision dependent upon site specific conditions. See
site plan for lot specific building orientation. Lot
specific metrics are included on the civil site plan.
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LEGEND

HUNTER REMOTE CONTROL VALVE (ICZ) (7)) PVC SLIP X FPT UNION - EXISTING
WITH FILTER REGULATOR ISOLATION VALVE, SIZE AND TYPE PER PLAN - LEGEND:
STANPLDWIHROV N2 LETTeRs () PRICK SUPPORTS ¢ .
FILTER FABRIC - WRAP TWICE AROUND ) (2)WALL MOUNT CONTROLLER
(3) WATERPROOF CONNECTORS (2) BRICK SUPPORTS = .
ULy LU POST OR SUITABLE MOUNTING SURFACE
(4) 18"24" COILED WIRE TO CONTROLLER (11) 314" WASHED GRAVEL - 4° MIN. DEPTH DETAIL AS PER
TURF OR MULCH
(6) (SCH 80 CLOSE Nl)PPLE MATCH SIZE TO (13) MAINLINE LATERAL AND FITTINGS
VALVE ’ _ (14) LABEL ANY DECODERS WITH VALVE # 3/4" METER PIT AND YOKE e H T e e T A
o
(4)3) o 5
o 2718 Pine Street #100
Dl il AP @7 / / o Boulder, Colorado
6 6 licicn U T p: 303-442-3351
7 7 =i —
12 8 == =
=l | o es I h =
\ﬁ@ SHALL STU
(9 \ I=qI k 3OVE SURFAC
=

xancreative.com

| B N e

807 E. 22nd Ave

3/4" SOFT OR HARD TYPE 'K’ Cu QUICK COUPL
10) a1 (13) @ T BRICK WACKFLOW SIZE Denver, Colorado
— 105 DEPTH MASTER VALVE p: 303-296-4584

DRIP CONTROL ZONE KIT (ICZ-101)
XX WITH UNIONS AND ISOLATION VALVE @MINI-CLIKWITH GENERIC WALL MOUNT CONTROLLER WJJ "3

PVC MAINLINE

Hunfer V.ICZ.08 NO SCALE flomter S.NC.01 — | J - o U I SI D E I-A
- O O — O
\7/ //& —C DO O O 3/4" STOP N WASTE TYPE VALVE
~ Boulder / Steamboat, Colorado
\ )
. OO DO | AS PER DISTRICT STANDARD 0: 303-517-9256

o LEGEND: @ FINISH GRADE/TOP OF MULCH
(2) (1)ECOINDICATOR (2) QUICK-COUPLING VALVE: 901 Front Street, Suite 350
0 Louisville, Colorado
VALVE BOX WITH COVER:  790-24R.
(4) (2 JFINISHED GRADE Y \ % ALVE BOX Wit : 720-346-1656
2 SN
e K R @ 3-INCH MINIMUM DEPTH OF
9\% *}NNNH %Y( {}N @ADJACENT MULCH ” 3/4-INCH WASHED GRAVEL
7 [T T @PVCSCHBONIPPLE
‘ 5 (LENGTH AS REQUIRED)
LEGEND: (4 )PVC LATERAL PIPE 6 (6) BRICK (1 OF 2)
i HUNTER DRIPLINE (HDL) PER PLAN
N g TT 5 6 @ PVC SCH 40 STREET ELL
ECO-INDICATOR ON SWING ARM [}
1 @FLEX TUBING Oste @ PVC SCH 40 TEE OR ELL
== _ . _ _ (3)PLD OR PLD-LOC FITTINGS TYP. e
(4)AIR RELIEF VALVE IN VALVE BOX N ‘ @ T @ PVC MAINLINE PIPE 63 Sunset Dr,
! (5)HDL TUBING EXHAUST HEADER @ PVC SCH 40 ELL Bailey, Colorado
(6 )FLUSH POINT (PLD-BV) IN SUBTERRANEAN @ 2" x 2" REDWOOD STAKE W/ p: 303-242-1572
BOX PER PLAN —‘ & 3 STAINLESS STEEL GEAR
E‘ﬂﬂ =1 =] =1 K] ) - CLAMPS OR EQU'VALENT
E @HDL TUBING SUPPLY HEADER 7ﬁ SUPPORT SYSTEM B I G S BY'S
.DRIP CONTROL ZONE KIT PER PLAN
<] - AS SPECIFIED NOTES FOLLY
AIR RELIEF VALVE (PLD-AVR) INSTALLED IN
VALVE BOX AT OPTIMAL HIGHEST POINT FROM
H CONTROL ZONE KIT. MULTIPLE AIR RELIEF VALVES
 — ) o ) o0 DD[Z SN MAY BE NEEDED TO ACCOMMODATE DIFFERENCES IN —
I o I —
ECO-INDICATOR TO BE INSTALLED AT OPTIMAL FURTHEST l—1 NOTE:
5 B P oapey Ly \VTROL ZONE KITIN CLEAR VEW WHEN N 1. FURNISH FITTINGS AND PIPING NOMINALLY SIZED IDENTICAL TO o %
L NOMINAL QUICK COUPLING VALVE INLET SIZE.
FLUSH POINT TO BE INSTALLED AT OPTIMAL FURTHEST 7‘ Q LLI O - >_
POINT FROM CONTROL ZONE KIT TO ALLOW FOR MAXIMUM ‘ ‘ I_ D < <
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final configuration but will be consistent with the
quality of buildings shown in this package. Window
locations illustrated on the floor plans are
approximate. Final window locations subject to
revision dependent upon site specific conditions. See
site plan for lot specific building orientation. Lot
specific metrics are included on the civil site plan.
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locations illustrated on the floor plans are
approximate. Final window locations subject to
revision dependent upon site specific conditions. See
site plan for lot specific building orientation. Lot
specific metrics are included on the civil site plan.
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Disclaimer: The buildings illustrated in this submittal
are representative of the size, massing, architectural
character and detailing. Repeat building types, if any,
may have their own unique detailing, coloring, and
final configuration but will be consistent with the
quality of buildings shown in this package. Window
locations illustrated on the floor plans are
approximate. Final window locations subject to
revision dependent upon site specific conditions. See
site plan for lot specific building orientation. Lot
specific metrics are included on the civil site plan.
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Symbol | Label General Description Mounting Height | Color Catalog Number Lamp LLF Watts SHIELDING . E—
\ ] T E—
SUSPENDED DECORATIVE STRINGLIGHT SYSTEMS REJ WALL SCONCE 50" AFG BLACK HINKLEY LED 1.00 7W MAX | FULL CUTOFF =r
A "
PROJECT: ~ R Q ENTRIES MIST 22 B EEE BE
A |y ) [ 1§
TYPE: UL W = s
" HINKLEY LED 1.00 -
WALL SCONCE 6-0" AFG BLACK 7W MAX | FULL CUTOFF TECTURE
SPS-0543 REV B AIRCRAFT CABLE Q B ENTR'ES MIST 22"
FIRE CHIEF INTEGRATED LED SIGN LIGHT D/D?2 " SooETHooK 2718 Pine Street #100
7. JOBNAME: FIXTURE TYPE: Boulder Colorado
- WALL SCONCE 6-0" AFG BLACK SHADES OF LIGHT LED 1.00 8W MAX | FULL CUTOFF D: 303_2142_3351
A B c D E F G o Q C ENTRIES 0L22034 BK
- - - 8
H 1 J K | 'V & | =
(o S B0 T 3 T e TR | oo Wit & GABLE DerALS CATENARY LIGHT gluoﬁilllel\l:DED N/A PRIMUS LED 1.00 1.16W/FT| FULL CUTOFF - A B B B
M B - SHADE FINISH (CONTINUED) G - SHADE ACCESSORY FINISH Decostrings are a perfect accent lighting solution to add a personal ambience to patios, courtyards, atriums, restaurants, amusement parks and A CL COURTYARD DSW-36-120-STK-G16.5F- y——4& %
FIRE CHIEF: NATURAL METALS?: Please Note: See Section B for all applicable any open area. The “festoon” lighting system is typically strung between two anchorage points with optional intermediary support and electrically Lo = e | .
ASFC10 10" Shade 997 Raw Brass Accessory Finish Options. fed from one end. The sockets can be either symmetrically spaced or randomly spaced to suit the application. Optional shades, guards and 27/325-DSC7
ASFC12  12” Shade 998 Weathered Brass (I) Wire Cage not available in Natural Metals. lenses complete the architectual design. N B e
” A (1II) If Porcelain Finish is selected, accessory will be YOI TrEarYI1IN & Y
ASFC14 14" Shade 999  Oil-Rubbed Copper wder coat painted-to-match. " an VANV R AN RW L WE LR AV AW WS b i |
?I(;I)dlfna aifess;fyd:elect;d’;n Section F, select NA. SPECIEICATIONS WALL SCONCE 8 _6 AFG VERIFY BARN LIGHT ELECTRIC CO LED 1 OO 16W FULL CUTOFF
B - SHADE FINISH C - GOOSENECK ARMS . Q
PORCELAIN FINISHES!: GOOSENECK OPTIONS: NA Not Applicable LAMPHOLDER Black phenolic, medium base UL weatherproof with hook for optional mounting. D ENTRIES ASFC10-X-LED16-3000K-DL 807 E 22nd Ave
o e o o H - MOUNTING ACCESSORY POWER CORD 12/2 G. Black flexible duplex cable, UV rated for extended outdoor use. Denver, Colorado
i G54 G22 lease Note: Mounting Accessories below are /"é\\ . - -
ggg Y;z:t:g @ Green Gé G24 g;rly apﬁl;;btlgpwité s:etl;ctt _Mgounting Styltzs._t SUPPORT CABLE 3/32” 88 aircraft catenary cable supports the system, 980# test. Heavier cable available. {ﬁ,\,\-p‘n D‘OOI?’ WALL SCONCE 13'-0" AFG VERIFY BARN LIGHT ELECTRIC CO. |LED 1.00 16W FULL CUTOFF p 303 296 4584
455 Cherry Red G7 G25 faiaflslft;ee:ZEtaﬂrﬂ e istings on our wepsite ) )
550 Yellow G8 G264 . TERMINATION KITS  Heavy duty stainless steel hardware available. Q D2 v _ _
650  Bronze G9 G32 NA None/Not Applicable _ _ _ SIGN ASFC10-X-LED16-3000K-DL
750 Cobalt Blue G10 G344 DD Dusk-to-Dawn Photocell LAMPS Wet location rated LED and incandescent medium base A, G or S style lamps.
765 Delphite Blue G114 G354 LDBPC  LED Decorative Backing Plate Cover DIMMING Dimmable to 10% with ELV trail Age type i
850  Graphite G124 G36* LDCHX  LED Decorative Backing Plate Cover & immable to 10% wi raliing eage type dimmers.
950  Metallic Chrome 13 G64s Hex Cover _ _ WALL SCONCE 6'-0" AFG BLACK TROY LIGHTING LED 1.00 1MW FULL CUTOFF o U I S I D E L A
G4 G654 VOLTAGE 120V system (1920 watts max load). No driver or transformer required.
100 Black L BEHEDHEE ACCESSORIES Optional brass, aluminum and acrylic shades. Consult factory for custom shades. E ENTRIES B1252-TBK
105  Textured Black D - GOOSENECK ARM FINISH LED11 850 Lumen, 1TWLED Boulder / Steamboat, Colorado
200  White LED16 1250 Lumen, 16W LED PHOTOMETRY Bare lamp and shielded “BUG” rated .IES files available. .
300  DarkGreen Please Note: See Section B for all applicable LED27 2000 Lumen, 27W LED S I G N S p: 303-517-9256
307 Emerald Green gzzs:;’;i:b?:;’Zg:i’;?u‘;zzzs)‘ﬁfnﬁz’:.ckmms ae CERTIFICATION ETL listed for permenant damp or wet installations. @ 2001431 = MADE IN THE USA STEP LIGHT 1'-6" AFG BRONZE HARDY ISLAND LED 1.00 1.5W FULLY SHIELDED
3;10 J,\:_di:e ’(313 Itijog:eIaiz Finis: ;eliqcted;’ Gooseneck Arm will be J -COLOR TEMPERATURE —_— 1 WITH FROSTED
wder Coat Painted-To-Match. .
o o s 2700K  2700K, Warm White SCALE: NTS (] F PATIO 16804MZ-LL LENS
390  Teal 980  Brushed Aluminum? 3000K  3000K, Neutral White PART NUMBER
400 Barn Red 3500K  3500K, Bright White
:;g ‘é\llszf\r;?::fn :\II\VK 2:,;:,117&1?%2291"8 _ - LED LENS SERIES | | SPACING | | VOLTS | ‘ LAMP | ‘ SHADE-FINISH | |TERM|:NATION KT | l LENGTH MARQUEE LIGHTS 8-10" AFG N/A TIVOLI LED 1.00 2WIFT SHIELDED
490 M
495 Shaegr(:;::a()range F SHAGE BECESSOR DL Domed Lens DSD DAMP 12 12°0/C 120 120V Sf;gf: OPTIONAL OPTIONAL SPECIFY A/B ( O ML OVERHANGS LS SERIES
500 Buttery Yellow DSw WET 18 1870/C LAMP SELECT FROM sTA?\lTDI,(ARD
zgg étl:r:lzc;wer ‘P'lvl:: \';‘Vci)rneeCage4 24 2470/C PAGE 3 PAGCE> l: &5 TERMINATION KIT
36 36"0/C v LED . ;
e arore LEAVE BLANK UGHTLVTV';GW DOWNLIGHT 9'-0" AFG N/A HALO 1.00 14W FULL CUTOFF 901 Front Street, Suite 350
(OTHER, SPECIRD m———— O SD | OVERHANGS PR6-FS12-D010 Louisville, Colorado
- - )
TBK
E TURNBUCKLE KIT p: 720-346-1656
(SEE PAGE 6)
3570 LEXINGTON AVE. EL MONTE, CA 91731 e PH. 626.442.4600 e primuslighting.com o
po 0" INVUE LED 1.00 52W FULL CUTOFF
Product Specifications SITE POLE 20-0" AFG BLACK
SP
) PARKING ECM-EO02-LED-E1-T3-SR-
Product Information SN-BK-7030-VA6154
Brand: Troy Lighting
Brand Category: Outdoor Wall Sconce
Brand Product Description: Calla 1 Light Large Exterior Wall Sconce - Textured Black
Designer: Troy-Standard
Shipping Method: Ground
SKU: B1252-TBK
UPC: 782042413931 63 Sunset Dr,
Hleotsionl and Onerational informat Bailey, Colorado
ectrical and Operational Information i
Color Rendering Index: 90 :5\3‘ @ [ .‘ DESIGN CHAT ] [ VIEW IN YOUR ROOM ] p 303'242'1 572
Color Temperature: 3000K
BIGSBY'S
Lamping Category: LED PrOdUCt Deta”s
Lamping Features: Fixture LED Life Expectancy: 50000 F O L LY
Lamping Included: Bulbs Not Included N
Lamping Type: LED Description ] ‘g* Dark Sky @ LED
Lead Wire Length: 7.00
The modern design features a rigid frame that provides a sense of movement through parallel and
Lumens: 800 perpendicular fibbing The textured surface casts light indirectly to create a soft glow. This fixture is wet Specifications
rated and dark sky compliant.
Primary Number of Bulbs: 1 P . . : .
roduct Attributes Technical Specifications
Socket: Integrated LED
Total Number of Bulbs: 1 speciﬁcations e Finish | Black Height | 22.00 inches
Style | Contemporary Width | 4.00 inches
Voltage: 120 Actual Size:  17'Hx6.75" Wx3.50"D
Brand | Hinkley Weight | 5.00 pounds
Wattage Max: 11.00 Backplate Canopy Size:  17"Hx6.25"W Rectangular
Bulb Base: Twist and Lock Mex Wattage | 35 wetts
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DESCRIPTION " " o HARDY ISLAND DECK
The EPIC Collection delivers custom luminaire flexibility with high Catalog # s e S D H I -
quality, yet availability expectations of standard specification grade oo RERIGES Ceilegs LS SERIES ArChIteCturaI Chan nel il HARDYISLAND” LIGHT
product. The EPIC Collection can be dressed to suit any application. . X
Recognizing evolving environmental and legislative trends, the EPIC Froject CAT: FEET: Litesphere series (LS) architectural channel is a low voltage version of 16804MZ-LL
Collection delivers world class LED optical and performance solutions to ' ' : the classic medium based (MB) architectural channel. We incorporate 12V ROUND LOUVERED DECK SCONCE
the decorative luminaire marketplace. Comments Hepmsd by low voltage T3/4 wedge based LED lamps which produce from 2 to
‘ TYPE: M L | ‘ PROJECT: | 180 lumens per foot of decorative illumination. Enclosing the LED
Prepared by lamps is a protective clear, frosted and colored polycarbonate G16.5 DETAILS
comparable globe. Litesphere sockets are installed into high grade FINISH- Matte Bronze
= aluminum extruded channel, providing a lightweight rigidity and a -
SPECIFICATION FEATURES HA Lo Co mmercia I‘ solid connection to your structure, MATERIAL: Cast Brass
Construction injection-molded acrylic. Optics are  with 10kV/10kA common — GLASS: Frosted
TOP: Cast aluminum top housing precisely designed to shape the and differential - mode surge Features ] ; DIMMABLE: YES, WITH MLV ON
attaches to cast aluminum optics, maximizing efficiency and protection. LightBARs feature PR6 I PR6M « Surface-mounted linear strip fixture TRANSFORMER
mounting arm hub with four application spacing. AccuLED Optic  and IP86 enclosure rating and « Your choice of 12V LS, HO, or VHO lamps (included) PRIMARY
stainless steel fasteners. One-piece technology, creates consistent maintain greater than 95% lumen Jigh Lumen « Heavy-gauge extruded aluminum
silicone gasket between mounting distributions with the scalability maintenance at 60,000 hours per o 1 « Available in 6% 12" 18" and 24" OC standard spacin
hub and top casting seals out to meet customized application IESNA TM-21. Occupancy sensor B'InCh LED S‘EIf‘ﬂang‘Ed, Iensed down“ght « Wiring and components are concealed P 9 DIMENSIONS
moisture and contaminants. requirements. Offered Standard in and dimming options available. and Wa“ WaSh . Anti-corrosion coated {Custom Finished on Request) WIDTH: 3.5"
(See the mounting accessories 4000K (+/- 275K) CCT and nominal 2 Available in Satin Al ) Powder Coat dveh't Black -
section for a full selection of 70 CRI. Optional 3000K CCT and Finish ° CvaL ame ISA |abm dummum' owder Loate Ite or bBlac HEIGHT: 35
mounting arms. (Only these 5000K CC. For the ultimate level Housing is finished in five-stage « (Lustom radial bends . . WEIGHT: 11b ; ; . SA ; : ; ;
arms are compatible with the of spill light control, an optional super TGIC polyester powder coat Tyvical Apslications .2 3/ﬁ5."x 2 36" Stanqeird I?roﬁle. extrusion available TENSION. > Disclaimer: The bUI|d|ngS l!lustrated Iln this Sl.!bmltta'
Epic luminaire). MIDSECTION: house-side shield accessory can paint, 2.5 mil nominal thickness ik P PP « Optional chase wiring is available - are representatwe of the size, massing, architectural
Continuous silicone gaskets seal be field or factory installed. The for superior protection against LowLumen Office « Healthcare « Hospitality « Institutional « Maximum |€n9th Of5ih9|€ fixture upto 12’ HA HPH B
lens to top casting and shade. The house-side shield is designed to fade and wear. LightBAR™ cover - Configurable for freight optimization LIGHT SOURCE character and. detallmg: Repeat .b.U”dlng typeS, if any,
mid section features cast aluminum  seamlessly integrate with the SL2, plates are standard white and « Pre-wired for quick and easy installation LIGHT SOURCE. Sockoted may have their own unique detalhng, CO|Orlng, and
construction and stainless steel SL3 or SL4 optics. may be specified to match finish o " T H H K- holes f ided " - . . . . . s
i s . . echnical Information + Knock-out holes for screws are provided every 24 final configuration but will nsistent with th
assembly. SHADES: Heavy gauge of luminaire housing. Standard p Interactive Menu Product Certification « 7" diameter knockouts on mounting side (custom optional end cap knockouts) LED NAME: 00T3-27LED-1.5 a .CO gu.at.o but t.)e C(.) sistent wit t €
precision spun aluminum shades Electrical colors include black, bronze, grey, b 4 VOLTAGE- 2 quahty of bu||d|ngs shown in this package. Window
offer superior surface finish and LED drivers mount to die-cast white, dark platinum and graphite + Order Information page2 cus VHO . . . .
consistency in form. DOORFRAME:  aluminum back housing for optimal  metallic. RAL and custom color - Product Specifications 3 4 p—— P 12°0C p—— Py Mounting . ., . VOLT AMPS: 1.8 locations illustrated on the floor p|anS are
Die-cast aluminum 1/8” thick door heat sinking, operation efficacy, matches available. Consult Outdoor P page amp Spacing Knock-out holes for screws are provided every 24" along mounting i imate. Final wind | i bject t
C € ! 2 COLOR TEMP: 2700 approximate. rinal winaow locations subject to
and doorframe seal to underside of  and prolonged life. Standard Architectural Colors brochure for a + Photometric Data page 4 p d t F i Lumens/ft 180 91 60 45 face of channel. Globes are made of shatterproof polycarbonate and - .. . i o
shade with a thick wall continuous drivers feature electronic universal complete selection. v Energy & Performance Data pages roduct reatures Watts/ft 192 0% 064 048 fitted with (1) foam washer for a weatherproof seal. LUMENS: 150 revision dependent upon site SpeCIflC conditions. See
S|I|_cone gasket. Mountln_g hub voltage (120-277V 50/60H?), 347V . : CRI: 90 S|te plan for |Ot Specmc bu||d|ng 0r|entat|on. Lot
ships attached to mounting arm. 60Hz or 480V 60Hz operation, Warranty Connected Systems page 7 Max Run Lengths 30 45’ 55’ 60 Applications INCANDESCENT 1% 25w ifi tri included the civil site pl
Optics ;—‘;:f;%’;h::"‘:‘-gr?iz"c‘j’?s"tian"it:;' '::j Five-year warranty. » Product Warranty WavoLing Lumen/watt 94 Ideal for indoor and outdoor applications. May not be suitable for EQUIVALENCY: SPeciTic metrics are included on the Civil site plan.
o , N . .
Choice of twelve patented, high- is suitable for operation in -40°C ECMIEMM high salt air environments (consult factory). DIMMABLE: YES, WITH MLV ON
efficiency AccuLED Optic™ to 40°C ambient environments. EPIC MEDIUM LED TOP Product Features HO Warranty TRANSFORMER
technology manufactured from All fixtures are shipped standard PRIMARY
v PP + Selectable lumens 1000/1500/2000 and 2000/3000/4000 “Lamp Spading eoc | 1zoc | 1sroc | zeroc | 3years
TRANSFORMER Yes
—————————— S | SeleCOTable color temperature 3000K/3500K/4000K s s [ o | PRODUCT DETAILS:
- ightl s . . .
DIMENSIONS Solid State LED Available in 80 CRI or 90 CRI Watts/ft 046 0.3 0.15 0.12 . : - . .
« Medium/Wide beam distribution lens o Fom Lom - - - - * Suitable for use in wet (outdoor direct rain) locations as defined by NEC MOUNTING
gths 60 lt) 110 130° . . .
ECM Classical EMM Modem — « Wall wash accessory kit and CEC. Meets United States UL Underwriters Laboratories & CSA LEAD WIRE- X 18"
AN DECORATIVE AREA LUMINAIRE Lumen/watt 46 ( \ nls Canadian Standards Association Product Safety Standards :
Profile Dimensions DIMMABLE| | \TED » ADA compliant
Maximum i * A wiring kit is supplied SHIPPING
Height Height . o . . STANDARD ! p[? o . -
’ ) H 20 2 Dimensional and Mounting Details Scale Lamp Spacing® 6"0C 1270C 18°0C 247 0C * For more information on how to control your landscape lighting via the CARTON LENGTH: 3
[508mm] [533mm] HIGH LUMEN " — ” . " " 1 o Hinkley Home Automation App, click here. CARTON WIDTH: 5
o) * Hardy Island Series products carry a lifetime limited warranty CARTON HEIGHT: 5
CERTIFICATION DATA —— Watts/ft 017 0.09 0.06 0.04 § o
UL/eUL Listed IF 18149 ¢ LED Bulbs carry a 3-year limited warranty CARTON WEIGHT: 15 F D P AD M E N D M E NT
:_PI:%LIIQL’;\‘IIBBQZS ot y | 14t aam | j[4.9ml Max Run Lengths 100" 150' 180" 200 e The Hardy Island Collection, named for the ruggedly beautiful island off
2G Vibration Tostad A A - o i com || | | Lumen/watt 40 236" the coast of British Columbia, defies the harshest environments in style 2024.04.01
Z = . . i fo. [[3.0m Bl . — .
] . I . . 1S0 9001 f Q \ 12 + # [2.4m) ? tf ml | \ | ‘\ | “Custom lamp spacing available (consult factory) with landscape Ilght!ng that fe_atures fully enclosed bul_bs and a rich el
um Width um Width R = / ) E— - - [ f‘ | Based on 3000K with clear globe weathered brass finish that will mature naturally over time.
24-1/16" [611mm] 24-1/16" [611mm] | | | L i . e .
ENERGY DATA i * Classic lines and heritage details complement traditional architecture
See for more d di Electronic LED Driver 1000 Im 1500 Im 2000 Im 3000 Im 4000 Im - pp— 3
>0.9 Power Factor 23 16'4J' }"72 /1 6" 4—‘
<20% Total Harmonic Distortion = Nominal values for 15- 20 footcandles at nadir. Kelvin Temp 900K, 278?23&?22’;5&“:[:22?& 5000k /
120-277V 50/60Hz, 347V/60Hz, - Standard Profile Channel Medium Profile Channel
480V/60Hz ‘ ) Rated life 75,000 hr.
-40°C Minimum Temperature "
40°C Ambient Temperature Rating [141—;/::"] lﬂ’liﬂm] Order increments 1"(12"max)
EPA LI P —w Operating Voltage 12v DC ‘ SHEET NO
. . 12.7mm| -
Effective Projected Area: (Sq. Ft.) 0.94 ' ﬁmlj P(_)WH supply Class 2 2,”/1 &
SHIPPING DATA uf""jﬂm — o 2ions! Dimmable Yes
Approximate Net Weight: v o product diagrams Finishes** Satin Aluminum, Black or White Powder Coated l ‘ . HINKLEY PHONE: (440) 653-5500 hinkley.com
45 Ibs. [20 kgs.] o — L v i - -
**Custom paint or anodizing available (consult factory) H I’ “N 33000 Pin Oak Parkway Toll Free: 1 (800) 446-5539
(sTeq, 1NN Avon Lake, OH 44012
E AT.N ’ ’_'.1 ] ‘ Tivoli, LLC. reserves the right to modify this specification without prior notice.
=\ L TD500028EN 0 COOPER - - — —
Powering Business Worldwid e January 4, 2019 8:54 AM o PS517001EN page 1 Copyright ® 2021 Tivoli 02.01.2023 Page 10f 5 www.tivolilighting.com tel: 714-957-6101 fax: 714-427-3458
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